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PHASING NOTES:

1.) PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
2.) PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY
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CONSTRUCTION DETAILS

Use existing 27’ steel pole with the 64’ mast arm (to be cut back to 50').Remove
old and install new control and distribution equipment. The side road and the
southbound three section traffic signal heads gnd R10-12 sign shall be removed.
Relocate the existing autoscope cameras and opticom detector eye to proposed pole.

Use base mounted foundation. The contractor shall disconnect and pull back the
existing cabies to remove the existing cabinet. Install a NEMA size “6" system cabinet
and system local controller and all necessary equipment for rewiring and the
instaiiation of the interconnect cables. The opticom and autoscope cabinet

equipment shall be relocated from the existing cabinet by the Signal Shop.

Existing video detection area to be maintained.

Use existing 2” polyvinyl chloride electrical conduit (Schedule 80).

Use existing 4" polyviny! chloride electrical conduit (Schedule 80).

Use existing 2" galvanized steel electrical conduit.

Existing overhead electrical service by BGE {to be maintained.
Install handhole.
Install 4” polyvinyl chloride (Schedulie 80) electrical conduit (bored).
Install 3” polyvinyl chloride (Schedule 80) electrical conduit (trenched).

27’ steel pole with a twin (50'/ 60') mast arms. traffic signal heads. signs,

relocated opticom detector eye and autoscope camers. (Note: 1-3" PVC
Schedule 80 bend).

Install
and the
90°

Disconnect the existing cables for the opticom detector eye and autoscope cameras
from the controller,. remove and relocate to the proposed mast arm as shown.

Cut., clean. galvanize and cap the existing mast arm as detailed.

Use existing handhole.
Remove existing sidewalk and replace after the installation of the proposed signal equipment.

Instalt 8’ ltength of 4" galvanized conduit filled with concrete. (4’ under & 4' above ground).

Remove the existing 12" five-section signal head.

Install 8“/12" combination five-section signal head in location as shown.
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GENERAL NOTES:

1. This plan reflects only those underground utilities
that were apparent at the time of this location being
asbuilt. A detailed review was not undertaken and this
plan should not be construed das representing all
underground utilities in the areaqa.

2. Any modification to this subject signal should be
proceeded by a thorough identification of all existing
utilities.

RIGHT OF WAY LINE
REVISIONS APPROVALS //

o/

REVISION “C"

\/
®
STREET TRAFFIC STUDIES, (TD.
400 Craln Hwy NW.
Glen Burnle,ND 21061

Ph (410) 590-5500
Fax (410} 5906537
3922h.dgn

Task 2

I

5~10-02 MODIF. SIGNAL, REPLACE
CABINET. ADD 1/C AND SAMPLING
SHA NO. XX1085185

TEAM LEADERN[RAFFIC ENGINEERLN\E’\ﬁI IGN DVISION

O

TRAFFIC ENGINEERING DESIGN DIVISION

«
S

B

12/84

SIGNAL MODIFICATION
DUE T3 GEOMETRIC

ERING DESIGN DIVISION

MARYLAND DOT

Office of Traofflc & Safely

MD 170 & GATE 1

- STATE HIGHWAY ADMINISTRATION

OF NORTHROP GRUMMAN

I I I

A

5/2/83
ASBUILT
SHA NO BW-641-801-521

922\3922n43922h . dan Bay. 14, 2002 1332017

IC ENGINEERING DE N DIVISION DRAWN BY: EMM' SR F A P NO
CHECKED BY: EyM. SB S.H.A. NO.

SCALE: 17= 20 COUNTY:
DIRECTOR, TRAFFIC & SAFETY \ DATE: 12-3-82 LOG MILE:

AARTBACRIBE:

s NO.
1025-C

ANNE ARUNDEL
02017007.51

T.I.M.S. NO.
E 541

SHEET NO.

7 23




